SERVICE INSTRUCTIONS 7793-A1
ALEMITE _ _ 7793-B1
Low Pressure Fluid Lubricant Pump 7793-C
DESCRIPTION
The 7793 Series Pumps are singie-action, low- 1/‘3: rIJF;'rF
pressure units designed to dsliver lubricarts from ir Inlet .
original containers or bulk tanks. L 3,’\?.. SE,LT
n AN
The differences inthe three pump models are as )
follows:
1. The Model 7793-A1 has a proper tube length for J
55-galion (400 1b.) drums and an unthreaded foot A RS J—
valve. Material Qutlet

2. The Model 7793-B1 has a proper tube length for
16-gallon (120 Ib.} drums and an unthreaded foot
valve.

3. The Model 7793-C is a stub pump with a 1-1/2
inch NPTF {f) fluid inlet which allows the pump to be
attached to different length extensions for varying
tank depths. The pump can also be attached to
suction lines from tanks to allow for remote operation.

NOTE: The air motor is packed with lubricant at the

1-1/2" NPTF

t — Materiat Inlet
{7793-C ONLY)

Figure 1: Series 7793 Pump

factory and should require no additional lubrication. SPECIFICATIONS
AIR-MOTOR SERVICE Ratio.......oooeeeee e 12:1
For Serv'ce on a"- motor Sll’Oke ....................................................................... 4‘
refer to SER 323640-A1 . . .
Air Motor Piston Diameter ...............cccoccev i, &"
DIMENSIONS
Maximum Operating Air Pressure _._................. 100 psi
A" (Model 7793-Al)..coveveiiecceree 51-23/32" . ) i )
Maximum Operating Material Pressure .......... 1300 psi
(Model 7793-B1)..cccver e, 44-7/32" )
Displacement..........ccccooeriiiiiiincninnn 9.8 cu. in./cycle
{Model 7793-C......oonne e 3z-1/8" .
Weight (aPDIOX.} et 50 Ibs.
‘B (Model 7793-Al). 33
Air Inlet (PUMP) .....oooeiiiieene e 3/4" NPTF
(Model 7793-B1)..c..cceecerrcre e 25-1r2"
Air Inlet (Coupler) ..., 1/2" NPTF
Model 7793-C).ceveeicce 13-13/32"
ArOutlet ... 3/4" NPTF
Material Outlet ... 1/2" NPTF
FOR FURTHER SERVICE, CONTACT YOUR LOCAL ALEMITE DISTRIBUTION CENTER
ALEMITE CORPORATION
PO BOX 473515 CHARLOTTE NC 28247-3515
ALEMNTE
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SER 7793-A1

ACCESSORIES
Bung Adapter...........cccoi e 326750-B1
Cover Assembly (7793-A1) ..., 323847-1
Cover Assembly (7793-B1) ...cccoouveverernennn, 323800-4

MUFFIBT......coveirineei e e 324170

Wall-Mounting Bracket................ccoccveninines 328190

Low-Level Cut-Off Valve (7793-C).................. 321206
GENERAL SAFETY REQUIREMENTS

Because these units are incorporated into high-
pressure pumping systems, these safety precautions
should be followed at all times.

1. DO NOT exceed the pressure rating of any
component in the system.

2. Protect all material and air supply fines from
damage or puncture. Keep all lines and hoses away
from hot machinery, moving parts and cramped areas
where damage may occur from flexing or twisting.

3. Check all hoses for wear or damage prior to daily
operation. Make sure that all connections and fittings
are secure.

4, Shut down the system and relieve all pressures
before servicing any component in the system.

5. Never point the dispensing system at anyone as
accidental discharge can result in serious injury.

6. Never install a low-pressure air hose in any part of
the pump's distribution system.

7. Read all instruction sheets before attempting to
install, service or operate the system.

A

WARNING:
EXPLOSION HAZARD

DO NOT use Halogenated Mydrocarbon Solvents,
such as methylene chloride or 1,1,1-trichloroethane, in
this pump. An explosion can result when aluminum or
zinc-plated parts within an enclosed device capable of
containing pressure come in contact with Halogenated
Hydrocarbon Solvents.
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The use of pressure relief devices or chemical
“stabilizers” WILL NOT provide the necessary safety
to eliminate the explosion hazard!

INSTALLATION
NOTE: If a pump is installed in a system involving
plumbing, the fluid-wetted path of that system MUST
be properly cleaned of ALL foreign material (trash)
before the installation of a control valve. Failure to

properly clean that system will void the control device
warranty and contaminate the system being serviced.

AIRLINE ACCESSORIES:

CAUTION:

An air fiter/moisture separator (such as the 5608-2)
should be used. Wet air can wash out the lubricant
in the motor.

An air-pressure regulator (such as the 7608 regulator
with a gauge) should be used to provide safe,
regulated air pressure.

Although the air motor is lubricated at the factory. the
pump life can be extended by using an airline oiler
(such as the 5908-2).

NOTE: Remove all shipping seals from air motor
323640-4 and pump tube assembly.

1. Thread male adapter 328037 into air inlet of air
motor (Figure 2).

2. Thread air coupler 328031 onto facility air hose.
3. If unit is equipped with eyebolt, remove pipe plug
from top of air motor and replace with eyebolt (it
necessary for lifting purposes} (Figure 2).

4_To attach the optional bung adapter 326750-B1,
perform the following steps:

Models 7793-A1 & 7793-B1:

a. Slide the bung adapter over foot valve body
and pump tube.

b. Position the bung adapter on the tube and
tighten the bolt.

Model 7793-C:
a. Remove foot-valve body 323778.
b. Slide the bung adapter over pump tube
333356-3.
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SER 7793-A1
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Figure 2: Series 7793 Low Pressure Pump
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